
RKI Instruments, Inc.  33248 Central Avenue, CA 94587  •  Phone (510) 441-5656  •  Fax (510) 441-5650
	 World Leader In Gas Detection & Sensor Technology		

www.rkiinstruments.com

EAGLE Top Case 
(Standard 4 Gas)

Part Number
1 07-0009RK
2 07-0101RK
3 07-0102RK
4 07-0104RK
5 07-7008RK
6 10-0027RK
7 10-0194RK
8 10-0209RK-01
9 11-0039RK
10 11-0104RK
11 11-0212RK
12 11-0231RK
13 11-0232RK
14 13-0000RK

Part Number
15 13-1080RK
16 14-0578RK
17 21-0601RK
18 29-0035RK
19 29-0041RK-02
20 29-5000RK
21 33-0550RK
22 45-2027RK
23 45-2034RK-01
24 45-2311RK-01
25 45-6150RK
26 51-1100RK-01
27 57-0010RK
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Nut included in part 
No. 45-2034RK-01.
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Apply Locktite 411 
to threads.

17

25

2

After inserting ribbon cable and installing 
membrane switch, use E-6000 to seal opening 

from inside the top case.
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After tightening nuts, cover nuts and 
surronding area with E-6000.
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Notes:

1 Attach ribbon cable to location CN-7 on PCB assy.

2 Attach cable to location CN-2 on PCB assy.

3 Push o-ring onto screw past threads.

4 Screw thumbscrew into its hole

5 Allow 1 hour after gasket installation before mating the 
top case to a bottom case.
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Washers included in part 
No. 13-0000RK

Nut and washer included in part 
No. 45-2311RK-01.

Cap Screws for handle included in 
Part No. 13-000RK
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PCB Assy. Placement Detail
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Ref.

To properlyposition 28 and 29 , ensure that
the parts' bottoms rest on the case ribs as 
depicted before sliding them horizonally to
contact the case walls.
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Tubing part
number

Tubing
Designator

B

3.3"± .1C 06-1200RK
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Route connector
and cable from
ISB PCB through
this slot.
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Notes:

1 Flow system tubing not depicted.
2 Use Loctite 243 thread lock 31 on item 7.
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Adhesive Side

From tee on flow system.
The tee's other branch
connects to the DP switch.
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Shown separate and
rotated for clarity
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P

ANote:
Tubing continues from A to A.

EAGLE 
Bottom Case 
(Standard 4 Gas)

Part Number
1 06-1200RK
3 07-0009RK
4 07-0103RK
7 10-0109RK
8 10-0129RK
9 10-0200RK
10 10-0209RK-01
11 11-0021RK
12 11-0221RK
13 11-0231RK
14 11-4021RK
15 14-0003RK
16 14-0004RK
17 14-0101RK
18 14-0924RK

Part Number
19 17-0517RK
20 21-0600RK
21 29-0049RK
22 30-0522RK
23 31-2050RK
25 35-0200RK-00
26 45-6150RK
27 57-0011RK
28 57-0019RK
29 57-0020RK
30 07-0102RK
31 08-0202RK
32 33-0165RK
33 17-0601RK


